
EX-version with DNV unit certification available 

DeliSep S3 is a compact unit with both food waste macerator & dewaterer integrated, designed to fit into 
smaller galley’s / waste handling areas – where a high reduction of food waste as well as hygienic 
consideration (i.e. odourless treatment) is required. Viable solutions for refits and new build projects. The 
separated water is drained to a separate holding tank whilst de-watered food waste pulp is collected 
separately for further processing/storage. 

“Waste management equipment for the demanding maritime and offshore 
industry that gets the job done efficiently, safely and in an 
environmentally responsible manner.”

DELISEP S3
MACERATION & DEWATERING
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MARINE OFFSHORE NAVY CRUISE YACHT FISHING ONSHORE

*All specifications are subject
to change without notice.

Key Benefits: 

Stainless steel cabinet AISI 304.
Maceration station followed by de-water unit ‒ centrifugal type.

Water connection directly to common grey water drain. 

Prolonged holding time without installation of tanks. 

Process up to 450 kg food waste per hour. 

Reducing waste volume up to 80%. 

High-performing compact dewatering unit. 

Custom made heavy duty macerator. 

PLC control panel with automatic circuit breaker. 

Iot 4,3” touch screen and button controls. 

Liverani impeller pump with gear box. 

Back flow water prevention. 

Unit delivered with marine feet. 

CE Marking Conformity .
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S3
Dimensions (DxWxH) 

Weight
Macerator motor

Impeller pump motor 
Pump gear box ratio 

Dewaterer motor
Total power supply 

Electrical supply
Capacity (mixed food waste) 

Water consumption 
Bucket capacity

Water connections 
Electrical plug

Noise level
Controls

Cutlery magnetic saver 
Air-Break

THECHNICAL SPECIFICATIONS
700x1000x900 mm

220 kg
2,2 kW (3 hp) - 3 ph 1430 RPM
0,75 kW (1 hp) - 3 ph 2810 RPM

10:1
1,1 kW (1,5 hp) - 3 ph 910 RPM

4,1 kW
400 V - 50 Hz

450 kg/h
12 l per minute at 3 bar

21 l
3/4” Male

CEE 400V 4P ( 3 P + G) 16 Amp – CEE 400V 4 P ( 3 P + T) 16 Amp 
70 – 75 dB

24 V
Standard - Di Serie
Standard - Di Serie
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